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Cleaner SV 
Detergent for heat exchangers 

 

Chemical-physical data 

Physical state    : Alkaline liquid, pale yellow 

pH at 1%      : 12,3 

Chemical composition : Mixture of alkaline substances and non harmful additves 

 

Typical Application 

The typical application of Condoroil CLEANER SV is the removal of paint residues, deposits and sludges 

from heat exchangers, mainly in coil painting lines. 

The formulation is free of toxic components and has limited odor. 

The product may be used at room temperature or may be heathed (max 70°C); in order to perform the 

cleaning operation the product must be recirculated through the heath exchanger for some hours, the 

treatment time depends on the degree of encrustation. 

Once the cleaning operation is over, any residual of CLEANER SV can be easily rinsed off, from the 

interior of the heat exchanger, with water.  

The heat exchanger can be considered clean when the rinsing water conducibility is below 200µS/cm 

(plus the initial water conducibility):  

Rinsing water conducibility < Water initial conducibility + 200 µS/cm 

 

Characterisitcs: 

- Doesn’t contain substances toxic for inhalation 

- Doesn’t damage the gaskets of the heat excanger 

- Has a reasonable price 

- Nearly odorless 

- Doesn’t contain methylene chloride, phenol and other dangerous solvents 

- It’s not flammable 

- Remove any kind of paint 

- Totally remove resins 

- Can be used with or without heating (up to 70 °C) 

- Can be easily removed by rinsing with water 
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Conditions of use: 

Temperature of use : From room temperature to 70 °C 

Contact Time : Variable, depending from temperature of use and the 

type of encrustation 

 

Waste treatment: 

Exhausted product and rinsing water may be treated in conventional systems based upon neutralization 

and precipitation. 
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